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The NEW DTX 300

P R O F I T  T H R O U G H  I N N O VAT I O N

The cultivation system that offers unrivalled versatility
MOUNTED X-PRESS WITH ST BAR

With its easily adjusted disc 

angles, the Mounted X-Press 

is also ideal for working down 

ploughing.

The disc angle can be altered 

quickly and easily from 0 up to 

25 degrees. This ensures that 

the machine will penetrate 

in the toughest of conditions 

reducing the number of passes 

compared to other systems 

and equipment.

Simba’s innovative disc design 

and the angle of approach 

significantly reduces the 

smearing of the soil when the 

machine is working in adverse 

soil conditions.

Find out how the flexibility 
of the X-Press ST can 
benefit your farm.  
Contact your 
Simba dealer today.

TOTAL FLEXIBILITY  
You choose the configuration that’s best for you...

M O U N T E D  X - P R E S S  W I T H  S T  B A R

High speed shallow cultivations – and much more

Add an ST Bar ahead of the Mounted X-Press and the machine is transformed into 

a one-pass cultivator, which can restructure the soil, taking out compaction caused 

by harvest traffic down to a depth of 25cms.

ST BAR SPECIFICATIONS
MODEL	 2.5m	 3.0m	 3.5m	 4.0m

Working Width (mm)	 2500	 3000	 3500	 4000
Transport Width (mm)1	 2080	 2645	 3180	 3580
Transport Length (mm)1	 860	 860	 860	 860
Weight (Kg)	 470	 560	 690	 750
Tines - Quantity / Spacing (mm)	 4 / 600	 5 / 580	 6 / 580	 7 / 565
Points Knock on	 100mm	 100mm	 100mm	 100mm
Tines Adjustment	 Manual	 Manual	 Manual	 Manual
Hydraulic Services	 n/a	 n/a	 n/a	 n/a
Road Lights	 n/a	 n/a	 n/a	 n/a
Forward Speed (KmH)	 6 - 11	 6 - 11	 6 - 11	 6 - 11
Power Requirement (Hp) (with mounted X-Press)	 120	 150	 160	 180

All weights and measurements are approximate. 
1 Road transport dimensions when fitted to tractor

X-PRESS SPECIFICATIONS		                  MOUNTED
MODEL	 2.5m	 3.0m	 3.5m	 4.0m	 4.0m FW

Transport Width (mm)1	 2480	 2985	 3485	 4040	 2950
Weight (Kg)	 1525	 1750	 2125	 2440	 2920
Disc Units Qty - Quantity / Spacing (Net)	 18 / 125	 22 / 125	 26 / 125	 30 / 125	 32 / 125
Roller (Type / Ø)	 DD Lite	 DD Lite	 DD Lite	 DD Lite	 DD Lite
Forward Speed (KmH)	 8 - 13	 8 - 13	 8 - 13	 8 - 13	 8 - 13
Power Requirement (Hp)	 60 - 80	 80 - 100	 100 - 120	 110 - 140	 125 - 1502

All weights and measurements are approximate. 
1 Road transport dimensions when fitted to tractor
2 Lift capacity requirement



The Mounted X-Press from Simba, one of the world’s leading manufacturers 

of cultivation machinery, is a compact disc harrow with an integrated press 

roll. This extremely versatile machine can be used without tines for a high-

speed primary shallow pass to depths of between 5 and 15 cms deep, and 

for incorporating stubble.
M O U N T E D  X - P R E S S  W I T H  S T  B A R

Both sets of discs are 

mounted on Pro-Active 

leaves that enable 

them to follow contours 

very effectively, whilst 

providing excellent 

stone protection. The 

vibrations set up by the 

leaf spring also adds to 

the cultivation effect

The new trailing kit for the Mounted X-Press utilises the best 

features of the Folding Wing model allowing a tractor from 125hp 

to pull the 4m machine. This adds further to the outstanding 

flexibility of the X-Press as it allows the 4m Folding Wing model to 

be easily converted back to a fully mounted machine if needed.

The DD Lite rear roller provides positive depth control and reconsolidates 

the soil preserving precious moisture leaving a perfect surface for the next 

operation. The Mounted X-Press incorporates the latest scraper design, which 

allows the machine to work effectively, even when the soil humidity is very high.

The disc hub units utilise taper 

roller bearings with a unique 

double labyrinth seal. The 

high quality bearings and seal 

ensure class-leading reliability, 

proven on all soil types the 

world over. The disc hub and 

disc turn as one reducing 

the possibility of blocking in 

extreme conditions.  

Simba’s quality engineering 

and attention to detail also 

ensures quick, easy servicing if 

and when required.

High speed shallow cultivations – and much more
Whether you are using the machine for the first shallow cultivation or for a secondary 

deeper cultivation, the X-Press produces consistently excellent results, even in the 

hardest of soil, using a tractor from as little as 70hp.

The ST Bar has a Quick Release Point System which allows the 

operator to change the points without the need to use tools. A key 

supplied with each ST Bar is all that is required. There are 2 point 

widths available ensuring optimum performance at all times for 

the benefit of the soil, which can ultimately result in better crop 

establishment and improved yields.
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THE COMPLETE X-PRESS ST  
FOR TOTAL TILLAGE 
 

The ST Bar gives you the ability to work the soil 

down to 25cms. Use on its own or with the added 

mixing and cultivation of the X-Press.

THE PROVEN X-PRESS
FOR FAST, EFFECTIVE CULTIVATIONS  

Use it on its own or combined with the ST Bar.
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